
• Prints dense solids and clean halftones

• Excellent rebounding for longer use

• Maintains proper blanket height without 
overpacking or repacking

Strength And Versatility
For Multiple Applications

MacDermid Endura blankets are designed specifically
for printers that need their blankets to handle a variety 
of offset printing applications.

Our Endura printing blankets are built on a compressible
carcass with stretch, smash and solvent resistance.
MacDermid Endura blankets are able to work on a variety
of stocks, and the buffed rubber surface reduces piling,
resulting in cleaner press runs and quick and easy 
wash-up.

For an offset printing blanket that handles a variety of
applications, count on the company that says “Yes We Can.”
MacDermid.
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For more information, please contact us at:

5210 Phillip Lee Drive, Atlanta, GA 30336 
Phone: 800.348.7201 or 404.696.4565 

www.macdermid.com/printing
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It takes more than innovative, high performance products 
and superior technical service to help our customers 
compete and win in today's global marketplace. It takes 
a total commitment to understanding their needs 
and the ability to provide the right solutions—every time.

When success is your only goal, trust the company that says 
“Yes We Can.”
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Technical Specifications

General

Applications: Sheetfed, business forms,
high-speed heatset or 
non-heatset web

Ink: Conventional

Color: Blue

Blanket construction: Compressible,
fabric over foam

Surface: Buffed

Hardness: 79 Shore A

Gauge Specifications

3-ply: 0.067 in. +/- 0.00075 in.
(1.70 mm +/- 0.019 mm)

4-ply: 0.077 in. +/- 0.00075 in.
(1.96 mm +/- 0.019 mm)

Within a typical 40" blanket, gauge variation is +/- 0.0005 in. (+/- 0.013 mm)


