
• Smoothly buffed surface rubber designed 
for process color printing

• Dynamic cellular compressible layer

• Three high strength fabric layers: one high-stretch
fabric over the compressible layer and two 
low-stretch fabric under, make it a very stable 
blanket base

The Best Of Newspaper And
Commercial Web Blankets 
Rolled Into One

MacDermid NP40 no pack printing blankets have

successfully combined the best features of other blankets 

to provide newspaper presses with a strong, stable

blanket that delivers superior dot reproduction.

Our NP40 newspaper blankets feature a carcass
comprised of three high strength, low stretch fabric layers
that envelop the cellular compressible layer and are
topped by a buffed rubber surface. This creates a durable
and smash resistant blanket that still offers you excellent
dot reproduction, fast and smooth paper release and
superior washability.

For the best newspaper blankets in the industry, count 
on the company that says “Yes We Can.” MacDermid.
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For more information, please contact us at:

5210 Phillip Lee Drive, Atlanta, GA 30336 
Phone: 800.348.7201 or 404.696.4565 

www.macdermid.com/printing
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It takes more than innovative, high performance products 
and superior technical service to help our customers 
compete and win in today's global marketplace. It takes 
a total commitment to understanding their needs 
and the ability to provide the right solutions—every time.

When success is your only goal, trust the company that says 
“Yes We Can.”
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Technical Specifications

General

Applications: Newspaper

Ink: Conventional

Color: Blue

Blanket construction: Compressible fabric 
over foam

Surface: Buffed

Web feed characteristics: Positive (lower tension 
into folder)

Hardness: 82 Shore A

Gauge Specifications

Regular caliper: 0.0820 in. (2.082 mm) to 
0.0835 in. (2.12 mm)

Low caliper: 0.0800 in. (2.032 mm) to 
0.0820 in. (2.08 mm)

Within a typical 40" blanket, gauge variation is +/- 0.0005 in. (+/- 0.013 mm)


